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PREFACE 

This document is specific to the construction of multi-family dwellings. The basic principles of design and 
construction for the construction of residences in Semiahmoo are outlined in the Standards for Residential 
Construction. Although that document focuses on single family residence construction, its principles also 
apply to multi-family construction. This document identifies and clarifies modification of those Standards 
to fit the special circumstances of multi-family residence construction. This document must be combined 
with the Standards for Residential Construction and the Standards for Landscaping, which should be read 
first, in order to have a complete picture of the requirements for building in Semiahmoo. Text that is 
reprinted from the Standards for Residential Construction is medium gray in color so that the black text 
can be easily identified as specific to multi-family construction. 

  

INTRODUCTION 

The mission of the Semiahmoo Resort Association (SRA) Architectural Standards Committee (ASC) is 
to enhance and preserve the natural beauty, harmonious design, quality of life and sense of 

community in Semiahmoo. 

 

The SRA incorporates a number of geologically distinct regions that inform the design of buildings within 
them. Quoting from the Resort Semiahmoo Master Plan, “the Semiahmoo Spit provides an "island-like" 
setting reaching out into the Bay”, “The wooded Uplands … plateau provide(s) excellent cluster residential 
sites with views of Semiahmoo Bay, Mount Baker, the North Cascades and Drayton Harbor”. Some areas 
have unobstructed views of ocean and mountains, some are on the slopes connecting the upland plateau 
to the shore, some are inland with golf course and forest views. The original intent, which is the present 
intent of the ASC, is to preserve the fundamental nature of the various areas within Semiahmoo with 
these Standards. 
 
The SRA is governed by a set of rules that affect land use, architectural design, and landscaping. These 
Covenants, Conditions, and Restrictions (CC&Rs) are designed to preserve the natural beauty of our 
attractive setting; establish and preserve a harmonious aesthetic design for the buildings in the 
community; and protect and promote the overall property values in the SRA. As described in Article X of 
the CC&Rs, the SRA Board of Directors appoints homeowners to serve on the ASC. The ASC meets twice 
monthly to review projects that significantly change the appearance of a home, including but not limited 
to new single family and multifamily home construction, renovations affecting a home’s exterior, 
additions or changes to landscaping, tree removals and additions. The ASC does not issue City of Blaine 
building permits, nor does it review plans for compliance with all applicable building codes. The 
Committee’s function is to verify that building plans are in compliance with the SRA CC&Rs, any specific 
Neighborhood CC&Rs, and the Standards for Residential Construction. The ASC will issue an SRA 
Construction Permit upon approval of plans by the ASC, receipt of a copy of the City of Blaine Building 
permit, and payment of applicable fees.  
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Compliance with the CC&Rs is a process that involves all property owners and residents in the SRA 
community. The information in this document will help in the preparation of an application to the ASC. It 
provides more specific standards beyond the criteria established in CC&R Article X. This information needs 
to be examined at the start of planning for a new home or home improvement and needs to be reviewed 
carefully with the architect and builder at the beginning of the design process. Many misunderstandings, 
additional costs and disappointments can be avoided by closely following these Standards for Residential 
Construction at the outset of the design process.  

The SRA staff is available to assist owners in adhering to these standards. The ASC Administrator can be 
reached at (360) 371-7796, or via email at ascadmin@srahoa.com. Owners are also encouraged to utilize 
the information available on the SRA website at www.semiahmooresortassociation.com.  

  

http://www.semiahmooresortassociation.com/
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SECTION 1: REVIEW PROCESS FOR NEW CONSTRUCTION - MULTI-FAMILY HOMES 

1.1 REGISTRATION 
1.1.1 Notify SRA of planned new construction project at ascadmin@srahoa.com. 
1.1.2 Review the current Standards for Residential Construction, Standards for Multi-Family 

Residential Construction SRA CC&Rs and any relevant neighborhood CC&Rs at 
https://www.semiahmooresortassociation.com. 

 

1.2 DESIGN CONCEPT REVIEW 

In addition to the standard review process described in Section 1 of the Standards for 
Residential Construction it is necessary to have a pre-submission concept review by 
the ASC. Discussion with the ASC Administrator during the development of the 
conceptual design of the project is encouraged. 

1.2.1 The following materials are required for this review: site plan, elevations, colored 
renderings, unit density, ownership style, and overview of the development plan. 

1.2.2 The requirements listed in the Standards for Residential Construction, Standards for  
Multi-Family Construction and Standards for Landscaping will be reviewed. 

1.2.3 The required materials must be received seven days before the scheduled ASC meeting  
at which the concept review will take place. 
 

1.3 PRELIMINARY DESIGN REVIEW 
1.3.1 Prior to any tree removal on the property, Owner shall submit the following information 

a minimum of one week prior to a scheduled ASC meeting. 
 

a) Site Survey completed by a licensed surveyor within 5-years of submittal date 
showing all trees 6” diameter or larger and site topography with minimum 1-foot 
contour interval. 

b) Schematic Site Plan showing proposed building outline, proposed site grading with 
minimum 1-foot contour interval, and indicating all trees proposed for removal. 

c) Schematic Building Elevations showing all sides of proposed structures, indicating 
proposed materials, building fenestration, and roof slopes. 

d) A Perspective Rendering of the residence taken from eye level of a pedestrian and 
indicating proposed materials, colors and building massing. 

e) Drawings shall meet the size and scale requirements for Site Plans submitted to 
City of Blaine for building permit review. 

1.3.2    The Owner shall meet with the ASC onsite to review the Schematic Design and 
determine how to minimize the removal of mature trees.   

 

Commented [KP2]: Review stages were updated – it was 
previously “Submittal, Acceptance Review, Formal Review 
and Final Approval.” Typical timetable was removed. 

mailto:ascadmin@srahoa.com
https://www.semiahmooresortassociation.com/
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1.3.3 The ASC will review this submittal for completeness at the regularly scheduled meeting and 

incomplete submittals will be returned without further review. Complete submittals will be 
posted for a community review period.  Preliminary Design Review will conclude with a formal 
letter from the ASC Administrator to the property Owner summarizing community comments 
and identifying design modifications required for compliance with Semiahmoo Design 
Standards. 
 

1.4 PLAN SUBMITTAL MEETING 

 Once the feedback letter is received from the ASC Administrator and appropriate 
modifications to the plans have been made, schedule a meeting with the ASC 
Administrator to formally submit a complete set of plans, specifications, cut sheets and 
material samples in full conformance with Semiahmoo Standards, including specific 
neighborhood requirements.   

a)   Documents shall meet the City of Blaine published standards for Building Permit 
Submittals and include one copy of all drainage reports, geotechnical engineering 
(soils) reports, or other engineering information required for the City’s Permit 
Review. 

b) This submittal will be reviewed by the ASC Administrator and the Construction 
Compliance Consultant for completeness and conformance with Semiahmoo 
Standards. 

c) Receipt of a complete submittal will begin the 45-day review process defined in 
CCR’s 10.04. 

d) Owners who elect to submit their project for City of Blaine Building Permit Review 
during this 45-day period acknowledging their responsibility for coordinating 
modifications and additional submittals that may be required by either entity. 

e) If no additional changes are required by ASC review the submittal will be accepted 
for a Pre-Construction Meeting. 

1.5 PRE-CONSTRUCTION MEETING 
After receiving a City of Blaine Building Permit, schedule a meeting with the ASC 
Administrator to obtain the SRA Construction Permit. This meeting will include the 
following items:  

a) Review Building Rules in Semiahmoo. 

b) Fill out Security Deposit paperwork and provide the deposit funds. 

c) Verify City of Blaine Building Permit. 

d) Verify coordination between City of Blaine approved documents and documents 
accepted by ASC.  
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e) Discuss any specific ASC areas of concern for the project and any associated 
notification requirements. 

f) Issue SRA Construction Permit and associated Tree Removal Permit. 

1.6    CONSTRUCTION OBSERVATION PERIOD 
1.6.1 In addition to inspections required by the City of Blaine Building Permit, SRA will make 

periodic observations of construction to maintain a general awareness of progress.  As 
the work proceeds, the Owner shall coordinate with ASC to conduct the following 
reviews: 

a) Tree removal review after site clearing. 

b) Landscape plan submittal and review. 

c) Stormwater review when connecting to SRA stormwater facilities. 

d) Coordinate with the City of Blaine and collect stormwater control reports. 

c) Final Inspection. 

1.6.2 Upon completion of all punch list items, the balance of the Owner's security deposit will 
be returned, and the project will be accepted for occupancy. 
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SECTION 2: ORGANIZATIONAL STANDARDS - MULTI-FAMILY HOMES 

 
2.1 HOUSING DESIGN 

Allow fee simple or condominium ownership for 6 to 10 units per acre. Condominium 
or cooperative ownership is required for 10 to 12 units per acre (single story dwelling 
unit over another single-story dwelling unit; two story townhouses over a single-
story dwelling unit; two story townhouses over two story dwelling unit). 

2.2 OWNERSHIP 

Where the housing units are ground related and have no separate units above, the 
land may be platted providing for individual lot ownership with common walls. In this 
case, a plat and common wall agreement would be required. This concept provides 
attached housing and the added benefit of having private fee ownership of outdoor 
yards for gardens and landscaped courts. 

2.3 SALES OFFICE 

Sales offices are not permitted on site in the Semiahmoo Resort Community. [CC&R 
3.11] 

2.4        SECURITY DEPOSITS  

The security deposit for each building must be received in the ASC office, with a 
separate signed security deposit agreement before a Construction Permit will be 
issued for that section of the site. 

2.5. ADDITIONAL COVENANTS, CONDITIONS AND RESTRICTIONS 

 If the development will have additional Covenants, Conditions and Restrictions, such 
documentation must be submitted at the time the full plans are submitted for the 
Plan Submittal Meeting. 
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SECTION 3: DESIGN STANDARDS - MULTI- FAMILY HOMES 
3.1  Definitions 

Accessory 
Building 

A building detached from a principal building on the same lot, and customarily incidental and 
subordinate to the principal building or use.  
 

Antenna A device designed to receive or send broadcasts either as over the air signals from 
transmitters, including fixed television or radio signals, or microwave signals from earth 
orbiting communications satellites.  

 
ASC 

 

Building Area 

 
Architectural Standards Committee as appointed by the Semiahmoo Resort Association Board 
of Directors. 
 
The total ground coverage of a building or structure which provides shelter, measured from 
the outside of its external walls or supporting members or from a point four inches in from the 
outside edge of a cantilevered roof. 
 

Building Height Height limitations shown as stories and/or feet above grade plane. The allowable height shall 
be measured as the vertical distance at any point from the calculated average adjacent natural 
grade within the building pad area to the topmost portion of the building or structure including 
structural framing and roof covering material. Continuous decorative roof elements, including 
but not limited to widow walks and railings shall be included in the maximum building height. 
Non-continuous elements such as chimneys shall not be included. In some neighborhood 
areas, the height limitation is measured from the street grade. Refer to Appendix A of the 
Standards for Residential Construction and applicable neighborhood CC&Rs. 
 

CC&Rs Covenants, Conditions and Restrictions. A covenant is a rule governing the use of real property. 
In common usage, it refers to a promise or agreement (as formalized in a deed) concerning the 
use of the land, where a purchaser of land "covenants" to abide by certain restrictions 
associated with the use of the land. Essentially, such covenants are promises made by a 
prospective purchaser as a condition of purchasing the land in question. 
  

Chimney A vertical structure incorporated into a building enclosing a flue or flues for fuel burning 
devices such as furnaces and fireplaces. 
 

Crawl Space An un-inhabitable area of limited height under a floor or roof, giving access to utilities such as 
wiring, ducting, and plumbing. 

 
 Detached 

Building 
 

 
A building surrounded by open space and not attached to any other structure by any means. 
 

Earth Tone Hues The colors in an earth tone scheme are muted and flat in an emulation of the natural colors 
found in soil, moss, and trees. 
 

Facade Any of the exterior faces of a building. 
 

Fence Any structure serving as a partition, enclosure, barrier, boundary, or screen. A fence shall 
include any structure constructed of wire, metal, wood, stone, brick, or other masonry 
products, but shall not include shrubs, trees, or other growing plants.  
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Fenestration The arrangement of windows and doors in a building facade. 

 
Flue A duct for smoke and waste gases produced by a fireplace, a gas heater, or other fuel-burning 

installation. 
 

French Drain 
 
 
HOA 

A trench filled with gravel or rock or containing a perforated pipe that redirects surface water 
and groundwater away from an area. 
 
Homeowners’ Association 

 
Landscape Buffer 
 
 
Landscaping 
 

 
A landscaped or natural area intended to visibly separate and screen one use from another to 
improve land use compatibility and environmental quality by reducing noise, lighting glare and 
other nuisances, or that facilitates natural drainage and wildlife movement. 
 
Living material, such as grass, ground cover, flowers, shrubs, vines, hedges, and trees; and non-
living durable material, such as rocks, pebbles, sand, mulch, and wood chips or bark, but not 
including paving. Landscaping is intended to be both decorative and functional. Functional uses 
of landscaping include protection against erosion, absorption of pollutants, sound retardation, 
visual barrier, buffering or screening between different land uses, shade to moderate 
temperatures, protection from wind, and oxygen renewal. Landscaping may serve as screening 
when it is densely planted. 

Minor Structures 
 
 
 
NOHA 

On residential property it shall mean any small, movable accessory erection or construction, 
such as birdhouses, birdbaths, pet houses, play equipment, arbors, and walls and fences under 
four (4) feet in height. 
 
Neighborhood Homeowners’ Association 
 

Overhang That part of a roof or wall which extends beyond the facade of the lower wall.  
Owner Person(s) or entity with legal title to property on which a new residence building is to be built. 

 
Roof Pitch The angle, or pitch, of a roof is expressed as the number of inches it rises vertically for every 12 

inches it extends horizontally. For example, a roof that rises 6 inches for every 12 inches of 
horizontal run has a 6-in-12 pitch, often expressed as 6/12 or 6:12. 
 

Screening A method of visually shielding or obscuring an item or area with fencing, walls, earthen berms, 
change of grade, or dense shrubs or trees. 
 

Setback A building setback is a space where no structures may be located, except where specifically 
allowed. Refer to Appendix A of the Standards for Residential Construction for neighborhood 
setback requirements. 

Sheds A separate accessory building serving a dwelling unit for the purpose of storing items such as 
yard care equipment.  
 

SRA Semiahmoo Resort Association 
 

Start 
Construction 

Start date is defined as the start of tree removal, site grading and/or foundation excavation 
work. 
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Storage Area An area which is part of, or appended to, a dwelling unit structure which is for storage of 
owner items such as trash receptacles, yard care equipment, or other personal storage needs. 
Storage areas may be incorporated inside a dwelling envelope or may be an appendage to the 
main structure. Detached storage areas are sheds, as defined above. 
 

Utilities Public and private utilities and related equipment associated with a residential building, such 
as sanitary sewers, storm drains, natural gas lines, water mains, and power and communication 
cables. 
  

View Corridor Views from a site or on a site that extend through the site and beyond. Typically, these are 
views of significance to the extent they are experienced by people other than the site owner. 
 

Vision Triangle A triangular shaped portion of land established at street intersections in which nothing is 
erected, placed, planted, or allowed to grow in such a manner as to limit or obstruct the sight 
distance of motorists entering or leaving the intersection. 
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3.2 OBJECTIVE 

This Supplement applies to new housing projects requiring Architectural Standards 
Committee approval for multifamily dwellings. Multifamily housing is defined as any 
housing that is attached, including duplexes, townhouses, condominiums, and multi-
unit buildings. Zero lot line single family dwellings will be reviewed the same as single 
family homes, in which the submission fee is the same as for any single-family home. 
If a group of zero lot line single family detached dwellings are submitted as a 
multifamily style development, then the review process and fee schedule for 
multifamily dwellings will apply. The fee schedule is available in Section A of the 
Construction Permit Application Package. 

To the greatest extent possible Multifamily construction must comply with all 
applicable requirements of the Standards for Residential Construction. Where there 
is a conflict that applies to identical situations, the Standards for Residential 
Construction supersede this supplement. Please call the ASC office if you have 
questions regarding the applicability of any information contained in this document. 

3.3 ARCHITECTURAL DESIGN PRINCIPLES AND STANDARDS 

The external design and colors of structures, and associated landscaping shall be visually 

harmonious with surrounding structures and topography. To the extent possible visual 
interest should be provided through architectural variety, especially where several 
new buildings face streets, such as by using different layouts and/or architectural 
styles. Abutting buildings should have complimentary architectural styles. 

3.4 MASTER PLAN 

Multifamily sites are bound by all of the pertinent provisions listed in the Resort 
Semiahmoo Master Plan plus the requirements contained in Section X of the SRA CC&R’s. 

3.5 COMPATIBILITY 

Proponents of multi-family developments need to ensure that the combination of the 
above requirements, as well as the applicable requirements from the Standards for 
Residential Construction and the Standards for Landscaping, will create a development 
that fits well with, and is complementary to, adjacent and nearby homes and buildings. 

3.6 RESIDENTIAL DEVELOPMENTS ON SPIT 

The following excerpt from the Resort Semiahmoo Master Plan addresses the 
architectural requirements for residential developments on the Spit: "The architectural 
vocabulary of the Spit housing and commercial structures should be compatible with the 
clean, simple forms of the existing APA buildings. In the more natural beachfront areas, 
this straightforward geometry and massing should be articulated to reduce the apparent 
size of the clusters of units. The expression of individual units, pitched roofs, large 
overhangs, and light natural colors will help to establish a sympathetic relationship 
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between nature and building. Located just south of Resort Semiahmoo Hotel, these multi-
family clusters overlook the beach and Semiahmoo Bay. The seaward side should be 
treated much as the Beach Clusters in that they share a similar relationship to the beach. 
The inland side, however, should be more supportive of a village-like character. Helping 
in this will be the more ordered and tightly grouped massing of these clusters. On the 
landward side, community circulation paths would parallel the building faces providing 
access to and from the other facilities of the Village. The seaward side, on the other hand 
will be a dunes and beach grass environment. Here private courts behind berms and 
balconies sheltered by overhanging roofs would shield residents from the sometimes-
harsh seaside environment. At the same time these berms and overhangs would reduce 
the scale of the buildings, thus minimizing their impact on the beach environment. 
Parking for these units will be in lots or underground, directly associated with the cluster. 
These will be landscaped in accordance with the landscape guidelines." 

3.7 EXTERIOR ENCLOSED SPACES 

Organize buildings to form exterior enclosed spaces where common amenities are 
visible and accessible to a maximum number of units. 

3.8 PRIVATE ENTRIES 

In townhouse and townhouse over single story dwelling unit designs, create private 
entries where possible with a maximum of four units served by one entry, and two 
units served by one stair. 

3.9 AREAS ADJACENT TO SINGLE FAMILY AREAS 

Lower multifamily densities (6 to 8 DU/A) should be planned adjacent to single family 
areas with an adequate visual buffer providing a scale transition to higher densities. 

3.10 VEGETATION BUFFER 

In all cases, adequate vegetation buffers shall separate multifamily uses from single 
family lots. Each building group shall also be separated by adequate buffers of natural 
vegetation to reinforce the sense of building groups. 

3.11 SCALE, MASSING AND DETAILS 

Objective: to ensure that through good architectural design, the scale, massing, and 
details of proposed houses are in proportion to and complementary to those existing in 
the neighborhood. 

3.11.1 Building articulation. Multifamily buildings should be articulated to express individual 
living units and to create a more pleasant scale. Mirror image designs or plans turned 
90 degrees relative to adjacent units should be considered. 

3.11.2 Design Breaks. Breaks in roof planes, porches, entry courts, decks, roof dormers and 
patio walls are encouraged as devices to increase a sense of privacy, while reducing 
the apparent mass of the building. 
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3.11.3 Building cluster. Organize buildings in clusters to create a sense of “enclave” or 
neighborhood.  

3.12 VARIATION IN DESIGN OF ADJACENT HOMES  

Objective: to discourage the appearance of tract-type housing among multi-family homes 
by requiring a variation in designs of homes on adjacent lots. 

The lists below provide some examples of how to create variations in similar house 
designs. 

3.12.1  Alterations of perceived scale and massing: 

● Addition of significant variation of a front entry area. 

● Reorientation / relocation of the garage and driveway. 

● Change in the roof type (hip vs gable), addition of dormers and gables, and/or 

reorientation of the roof spine from parallel to perpendicular to the street. 

● Addition or relocation of bump outs or recesses to the front or side of the house 

that alter the perceived massing of the house. 

 3.12.2  Alterations of character, detail, and color: 

● Variation of architectural style. 

● Variation in color and/or material of significant portions of the house façade or a 

significant change in roof color or material. 

● Variation in type, color, and/or location of accent materials. 

 

3.13 LOCTION, HEIGHT AND LOT COVERAGE RESTRICTIONS  

Building Setbacks and Height Restrictions are defined in the CC&Rs for individual 
neighborhoods and are summarized in Appendix A of the Standards for Residential 
Construction.  

3.13.1  Dwellings and structures shall be located with regard to the topography of each site taking 
into consideration the preservation of existing trees and the elimination of retaining walls 
to the maximum extent practicable.    

3.13.2 Dwellings and structures shall be located with regard to privacy and other aesthetic and 
environmental considerations, suitable driveway design, and the location of other 
Dwellings or structures within the Property. 

3.13.3  Setbacks unless otherwise specified in Appendix A of the Standards for Residential 
Construction or the Neighborhood CC&Rs, front yard – 25’ minimum; rear yard – 30’ 
minimum; side yard – 10’ minimum; zero-lot line – 0’ one side; side yard – 10’ minimum 
(other side). 

3.13.4 Height limits are 50’ above average adjacent natural grade for Planned Unit 
Developments: 40’ for non-PUD. 
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3.13.5  The footprint coverage allowance is typically 25%; the impervious coverage allowance is 
typically 35%. A common roadway within the site may be excluded from the impervious 
coverage. Proposed coverages of greater than these maximum allowances will be 
considered at the discretion of the ASC, and only if the rest of the design concept is 
satisfactory. 

3.14 PARKING 

Provide 1.5 – 2 spaces per unit. 

3.14.1  Regular guest parking is not permitted on the streets within the Semiahmoo Resort  
Community. The development plan must include designated guest pocket parking on the 
site. 

3.14.2 Garages and carports are encouraged and should be located adjacent to private entries. 
Multi-family home designs should minimize the amount of front elevation occupied by 
garages. Examples of ways to achieve this objective include: 

• Locating garages in a side-loaded orientation or offset from the remainder of the 
home. 

• Front facing façade mass shall be designed such that the total garage façade is 
minimized as a percentage of the main floor width of any front façade of a 
building.  

• Any unenclosed garages or carports must be adequately screened from street 
views.  

• On hillside locations, garages should be located underground or in excavated 
below grade locations. 

3.14.3 Traffic serving multifamily zones should be planned to minimize impact on single family 
areas (especially near Boundary Ridge, Prestwick Village and St. Andrews Green III). 

3.15 PET KENNELS  

       Pet kennels Are not allowed in association with multi-family dwellings.  

 3.16 LANDSCAPING 

 3.16.1 Landscaping of multi-family dwelling sites must adhere to the Standards for 
Landscaping. 

3.16.2 The landscape plan for the entire lot must be submitted with the initial submission.
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SECTION 4: CONSTRUCTION STANDARDS - MULTI-FAMILY HOMES 

 

4.1  ASC FEES 

An initial new construction submission review fee is payable to the SRA at the time of a 
new submittal package. Construction must be substantially commenced within six (6) 
months of the approval date or a new application and submittal fee must be made to the 
Architectural Standards Committee. Other fees based upon estimated costs for unusual 
or extraordinary situations as defined by the ASC may be imposed, as shown in the 
community rules and fines. 

4.2  BOND/SECURITY DEPOSIT 

A $5,000 to $25,000 security deposit, determined by the ASC, is payable prior to ASC 
issuance of an SRA Construction Permit. The funds are deposited in the owner’s name and 
earn interest until the ASC releases the funds after ASC approval of the final inspection of 
construction and landscaping and payment of any outstanding fees and liabilities. Deposit 
amount is determined based on a number of factors including past fine history and square 
footage (currently determined rate per square footage of Building Area - see definition in 
section 2.1).  

 4.3 TREE REMOVAL AND LOT CLEARING 

  Tree removal and/or brush clearing may not begin until the SRA has approved the tree 
removal request. In no case shall lot clearing take place more than one month prior to 
start of excavation work. If the site will be developed in phases, then the site must be 

cleared in phases. 

 4.4 SLOPED SITES 

 4.4.1 Sites on steep slopes pole type foundations are encouraged to reduce grading and 
clearing. 

 4.4.2 Access to all multi-family units should be developed from the uphill side of the building. 
Additional guest parking should be located so as not to create large cuts and fills. 

4.5 COMPLETION 
 

4.5.1 The deadline for construction completion described in Section 3.18 of the Standards for 

Residential Construction is modified as follows: the exterior of each building must be 

completed within one year after the construction of that building has begun. Construction 

start date is established as the start date of site excavation. 

4.5.2  Landscaping for each building, or phase of construction, must be completed in   

conjunction with the construction completion of that phase or building. 
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SECTION 5 - ZERO LOT LINE, SINGLE FAMILY DETACHED DWELLINGS 

 

5.1 Housing must be designed in groups rather than relying on individual housing 
designs. 

5.2 Two story houses should be located behind one story structures (especially on flat 
sites). 

 5.3 On sloping sites, access drives should be developed on the uphill side of the lots. 
On slopes exceeding 20%, garages and parking decks should be developed 
adjacent to the street with second level entries or Stairways down to the first-floor 
level. 

 5.4 Where possible, driveways that will cause auto lights to shine directly on 
houses across the street should be avoided. If this is unavoidable, planting 
buffers should be introduced. Where appropriate, shared driveways are 
encouraged in order to minimize clearing and paving and reduce the 
number of entry points. 

 5.5 Clearing and thinning of vegetation should be allowed in order to 
adequately bring in south, west or east sunshine and to open views and 
provide outdoor spaces. 

 5.6 Garages and carports, either integral with the house or detached, should 
be encouraged in order to reduce the visual impact of the automobile. 

 5.7  On-site parking should be adequate but should not dominate the site. Street 
parking is not allowed for regular visitor parking. 

 

 

 

 


